
Pyroplex® Intumescent Strip provides a basic intumescent seal for fire rated 
metal and timber door leaves and frames. It is also ideal for general gap filling in 
buildings e.g. suspended floors, soffits and ducting. It can be fitted under door hinges, 
locks and closers. 

Pyroplex Intumescent Strip is ideal for new build and retro-fit applications. Supplied in a 
continuous coil to minimise wastage and is quick and easy to fit as no special tools are required. They are supplied with a high grade acrylic 
self-adhesive tape backing for ease of application. Compliant with CERTIFIRE technical schedule TS35.

Certifire Certificate No. CF355 (Available on our website to download at www.pyroplex.com)

8196 | 30086 | 8492 | 30045 | 8366 
30085 | 8501 | 8212 | 30074 | 8921 
8487 | 3012003 | 8294 | 30142 | 8934 
8432 | 30075 |  8958 | 8241 | 8456 
30187 | 30146 | 30055 | 30230 
30201 | 30119

Intumescent Door Strip  |  Fire Only 
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Technical Datasheet and Installation Instructions  

Application
•	 Fire resistant doorset

Fire resistance period
•	 30 and 60 minute systems are available

Field of application
�Pyroplex Intumescent Strip has been specifically designed for 
use in the following applications:

•	 �Surface mounted applications
•	 For use on single and double action timber doors
•	 Insulated and non-insulated steel doors and frame
•	 New build and retro-fit applications
•	 May be used in glazing applications depending upon 

glass types and applications

Product features
•	 May be supplied with or without an acrylic 

self-adhesive backing
•	 Supplied on continuous reels for dispensing applications
•	 Pyroplex intumescent material is high-pressure and multi-

directional
•	 Pyroplex intumescent material is totally unaffected by 

water, robust, ‘non-flaking’ and difficult to tear
•	 Pyroplex intumescent material is black in colour

Installation instructions
1.	 Clean the substrate to remove surface oils, failure to remove 

surface greases may result in delamination or poor adhesion to 
the substrate

2.	 �Remove the self-adhesive backing liner from the Intumescent 
Strip and apply the product to the substrate

3.	 To achieve excellent adhesion, seals must be applied to clean, 
dry surfaces at temperatures between +5°C and +40°C

Quality approval
Pyroplex Limited have a Quality Management System that meets 
the requirements of ISO 9001 and an Environmental Management 
System that meets the requirements of ISO 14001. Copies of these 
certificates are available on our website to download at 
www.pyroplex.com.

Other information
�The information contained herein is based upon the present 
state of our knowledge. Recipients of Pyroplex products must take 
responsibility for observing existing laws and regulations.      

�Due to our policy of continuous improvement, Pyroplex Limited 
reserves the right to amend specifications without prior notice.



No adhesive
Part No.

With adhesive
Part No.

Dimensions
( W x D mm)

Metres
per coil

Fire
Resistance

8196 30086 10.0 x 2.0 250m 30 min

- 8492 10.0 x 2.5 250m 30 min

- 30055 11.0 x 1.5 731m 30 min

- 30230* 11.0 x 2.0 631m 30 min

30045 - 14.0 x 4.0 150m 30 min

8366 30085 15.0 x 2.0 200m 30 min

- 8501 15.0 x 2.0 200m 30 min

8212 30074 20.0 x 2.0 200m 30 min

- 8921 20.0 x 2.5 150m 30 min

8487 - 20.0 x 4.0 75m 30 + 60 min

- 3012003 22.2 x 2.0 25m 30 + 60 min

8294 30142 25.0 x 2.0 100m 30 min

- 8934 25.0 x 2.5 100m 30 min

8432 30075 30.0 x 2.0 100m 60 min

- 8958 30.0 x 2.5 75m 60 min

- 30201 40.0 x 2.0 75m 30 min

- 30119 40.0 x 2.5 50m 30 min

8241 - 45.0 x 2.0 50m 60 min

- 8456 45.0 x 2.5 50m 60 min

30187 - 45.0 x 4.0 50m 60 min

- 30146 50.0 x 2.0 50m 60 min

*self-adhesive on both sides
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Product testing
Pyroplex Intumescent Strip has been extensively tested in 
the UK, Europe and worldwide, to national and international 
standards. Compliant with the requirements given in Certifire 
TS35 – Certifire CF355.

Technical data
Chemical composition: The active element is high-pressure 
forming, multi-directional expandable graphite contained 
within a high performance durable polymer. 

Adhesive performance: Adhesive type: High-performance 
modified acrylic. 

Thickness: 205 microns.

Temperature resistance: +200°C short term, +100°C long term.

Tensile strength: >30N/15mm.

Elongation at break: 50%

Humidity resistance: Very good.

Solvent resistance: Very good.

Ageing resistance: Very good.

Life cycle:  10 years, providing the seal is installed in 
accordance with the requirements given in these 
guidance notes.  

Maintenance and installation records
As this product is not subject to routine and replacement 
programmes, Pyroplex Limited recommend that all firestopping 
materials are checked on a regular basis to ensure that the product 
remains integral. Replace and fit any damaged components to 
reinstate the fire resistance.

Product guarantee and traceability
Providing the product is installed in accordance with the 
requirements of the guidance document, the product is guaranteed 
for a period of 10 years.

Technical support and guidance
Should you require any further information regarding this product, 
please contact Pyroplex Limited or visit our website,  
www.pyroplex.com


